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AUTO LOGGER /REWINDER ς TURRET SHAFT TYPE 

É Application: Suitable for rewinding log rolls from jumbo rolls of different materials. 

Cloth tapes, Masking tapes, OPP tape, D/S tape of film / paper, Foam tapes. 

 

É Feature  

(1) Turret operation replaces the traditional mode of loading/ unloading log rolls, 

increasing productivity and saving production time. 

   (2)The new Near(gap) controldesign replaces the traditional pressure roller. The new      

     design Press roller is easy to control and makes perfect finished products that are   

     neither too tight nor too loose. Exclusive patents are pending for this new design.   

   (3)The structural design is operationally efficient and convenient, making maintenance     

     simpler and safe. 

   (4)Electronic programmer and sensors ensure tension is kept exactly the same 

throughout the jumbo rewinding process, ensuring perfect log rolls from start to end.  

   (5) The log roll wind up shafts automatically fill with the correct amount of air when 

production runs of log rolls are run. This feature saves time and damage to airshafts. 

On tumble over the air shafts automatically release to allow the quick removal of 

finished log rolls.  

 

É Technical Parameters  

Rewind mode:  Press wind, centre and surface wind function. 

 Roller face:     1850 mm. 

 Web width:  1700 mm. 

Main motor: 10 Hp AC motor + Inverter. 

 Turret device: Pneumatic cylinder operation. 

 Machine speed: Max. 20-125 M/min. 

 Paper core:  оέ and 6έ for Jumbo unwind and 3έ for Log roll rewind shaft. 

Unwind Dia.: Max. 800 mm. 

 Rewind Dia.:     Max. 400 mm. 

 Rewind mode:  Turret type x 2 shafts 

 Power source:  3 phase, 380V, 50 HZ. (Power supply can be varied to suit local supply) 

    Air source:    5kg (supplied by user). 
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É Speciation 

[Unwind station] 

 Unwind diameter: Max. 800 mm. 

 Unwind shaft: оέ ƧŀƎ ǘȅǇŜ ǇƴŜǳƳŀǘƛŎ ǎƘŀŦǘΣ м ǇŎǎΦ 

One 10 KG power brake with TC-01 power brake controller.  

Electronic unwind tension controller with memory function. 

Pneumatic type press roller on jumbo roll ensures smooth unwind. 

Manual adjustment of the tape edge is possible from both sides of the machine (log 

side and jumbo side). This device allows log rolls to be made with straight edges which 

save on wastage during slitting.  

 

[Splicing web device] 

Splicing table: 1 set. 

Press bar with cylinder for splice: 2 sets. 

Guide roller: Dia. 100 mm, 1850 mm face, hard chromate treatment, 2 pcs 

Guide roller: Dia. 100 mm, embossed with Teflon coating, 2 pcs. 

 

[Pull roller and press roller device] 

Guide roll:    Dia. 100 mm, aluminum roller with HV-700 anodizing 3 pcs. 

       Dia. 100 mm, embossed with Teflon coating, 2 pcs. 

Pull roll:     Dia. 120 mm, embossed with Teflon coating, 1 pc. 

Pull motor:    10 Hp, with inverter. 

Spreader roller:  Dia. 100 mm, 1850 mm face.  

Press roller:    Dia. 150 mm, silicone rubber, 40-45 degree A. 

  It is equipped with a low friction cylinder and precision pressure    

  regulator for surface press wind adjustment.  

   Splicing bar with cylinder: 1 set. 

 ̧ The press roller is fitted with a positional sliding άsplicing άŎŀrriage. This sliding 

carriage is equipped with two linear bearing sets and one low frication cylinder 

which allows the carriage to be pressed on to the area of the tape to be spliced. 

This holds the 2 edges of tape to be joined perfectly still and in the perfect position 

to perform a butt splice if required.  
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[Center Rewind] 

    Rewind diameter:  Max. 400 mm. 

Rewind shaft: оέ Ŧƭŀǘ ǘȅǇŜ ǇƴŜǳƳŀǘƛŎ ǎƘŀŦǘΣ н ǇŎǎΦ 

 Turret design is fitted with rewind position pneumatic chuck system.  

Turret unloading position has a cantilever design with flat type pneumatic shaft     

for easy loading and unloading.  

The air shaft has automatic fill/release functions. 

 

[Electric] 

Programmable control system (P.L.C) 

Main motor: 10 Hp AC motor + Inverter. 1 set. 

Tension control: Unwind by10 kg power brake with TC-01 controller for unwind tension 

control. 

Rewind: 20 kg power clutch with Semi-auto tension controller. 

   Oil hydraulic unit: 1 hp, 1 set. For ease of handling when loading and unloading heavy     

   jumbo rolls. 

   Length: 2-step length counters. 

 

[Surface rewind] 

Log Rewind diameter: Max. 400 mm. 

Rewind shaft:       оέ Ŧƭŀǘ ǘȅǇŜ ǇƴŜǳƳŀǘƛŎ ǎƘŀŦǘΣ н ǇŎǎΦ 

Rewind motor:      3 hp motor with inverter:1 set. 

Rewind tension: 20 kg power clutch with Semi-auto tension controller  

                

Equipped with switch to select operation from center or surface rewind mode. 

   Equipped with switch to select the tension setting from center or surface rewind. 

 

   Vender Supply Commercial Components List 

Motor: Taiwan Company (Tatung) 

Semi-auto tension controller: Mitsubishi. 

Inverter: Mitsubishi. 

Linear bearing and beeline slide rail: Taiwan Company. 
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P.L.C: Mitsubishi. 

Power brake & clutch: Taiwan Company. 

Power brake & clutch controller : Taiwan Company. 

 

[Layout] 
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1.  Unwind. 

2.  Unwind press roller. 

3.  Splicing roller. 

4.  Rewind motor for surface rewind. 

5.  Rewind clutch for surface tension. 

6.  Press roller. 

7.  Rewind shaft. 

 

8.   Spreader roller. 

9.   Adjust roller. 

10.  Edge adjust device at unwind. 

11.  Main motor. 

12.  Slide cart. 

13.  Pull roller. 

14.  Guide roller. 
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